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Magnetic Rotary Encoder - MG-ROT part Bo: DR%'XIS VR?I

» 1024 Pulse per revolution rotary encoder with TTL quadrature output.

» Magnetic incremental rotary encoder.

+ A face mounting with three M4 threaded holes 8mm deep.

* Fitted as standard with 2 metres of armoured cable and 9-way D type connector.

* Compatible with our SDS6-2V and SDS6-3V display consoles for angle readout or
can be used with our PC-DRO interface to give angle readout or linear readout.

Encoder Part Number Resolution Equivalent Angle Resolution
DRO-MG-ROT-1024 1024 Pulse per Revolution (PPR) 0.35 degrees per pulse
DRO-MG-ROT-4096 4096 Pulse per Revolution (PPR) 0.089 degrees per pulse
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Technical Specifications

Body Dimensions 50 mm dia x 60mm long body

Body material Aluminum

Shaft diameter 8mm dia x 34mm long

Shaft material Stainless steel

Cable length 2 metres

Output Signal 5 volt TTL Quadrature

Working temperature 0~85°C

Storage temperature -20 ~ 85°C

Weight 485 grams
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Dimensions
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Output Signal
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Pin Number Signal

Pin 1 N/C

Pin 2 Ov

Pin 3 N/C

Pin 4 Cable Screen
Pin 5 N/C

Pin 6 A

Pin 7 +5v

Pin 8 B

Pin 9 Z

N/C ~ Not Connected
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